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(57) ABSTRACT

A memory device may be provided which includes a memory
cell array including a plurality of sub arrays each sub array
having a plurality of memory cells connected to bit lines; an
address buffer configured to receive a row address and a
column address; and a column decoder configured to receive
the column address from the address buffer and, for each of
the sub arrays, to select a column selection line corresponding
to the column address, from among a plurality of column
selection lines, based on different offset values applied to the
sub arrays, respectively. The selected column selection lines
correspond to bit lines having different physical locations,
respectively, according to the different offset values.
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1
MEMORY DEVICE SELECTING DIFFERENT
COLUMN SELECTION LINES BASED ON
DIFFERENT OFFSET VALUES AND
MEMORY SYSTEM INCLUDING THE SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims priority under 35 U.S.C. §119 to
Korean Patent Application No. 10-2013-0020501 filed on
Feb. 26, 2013, the disclosure of which is incorporated by
reference herein in its entirety.

BACKGROUND

Exemplary embodiments of the present disclosure relate to
a semiconductor memory device, and more particularly, to a
memory device and a memory system including the same.

A semiconductor memory device is a memory device
which is fabricated using semiconductors such as silicon (Si),
germanium (Ge), gallium arsenide (GaAs), indium phos-
phide (InP), and the like. Semiconductor memory devices
may be classified into volatile memory devices and nonvola-
tile memory devices.

The volatile memory devices may lose stored contents at
power-off. The volatile memory devices may include a static
RAM (SRAM), a dynamic RAM (DRAM), a synchronous
DRAM (SDRAM), and the like. The nonvolatile memory
devices may retain stored contents even at power-off. The
nonvolatile memory devices may include aread only memory
(ROM), a programmable ROM (PROM), an electrically pro-
grammable ROM (EPROM), an electrically erasable and pro-
grammable ROM (EEPROM), a flash memory device, a
phase-change RAM (PRAM), a magnetic RAM (MRAM), a
resistive RAM (RRAM), a ferroelectric RAM (FRAM), and
the like.

As a semiconductor fabricating process is developed, a
semiconductor memory device may be scaled down. In par-
ticular, semiconductor memory cells may be scaled down. In
this case, the probability that data stored in semiconductor
memory cells scaled down is lost or an error is generated may
be high. There is used a method of recovering data using a
separate ECC (Error Correcting Code) to correct a data error.
In general, ECC may correct error data or not depending on
locations of failed memory cells.

SUMMARY

One embodiment of the disclosure is directed to provide a
memory device which comprises a memory cell array includ-
ing a plurality of sub arrays; an address buffer configured to
receive a row address and a column address; and a column
decoder configured to receive the column address from the
address buffer and, for each of sub arrays, to select a column
selection line corresponding to the column address, from
among a plurality of column selection lines based on different
offset values applied to the sub arrays, respectively. For the
sub arrays, the selected column selection lines correspond to
bit lines having different physical locations, respectively,
according to the different offset values.

Another embodiment of the disclosure is directed to pro-
vide a memory system which comprises a plurality of
memory modules each having a plurality of memory chips;
and a memory controller configured to control the memory
modules through a plurality of channels, respectively. Each of
the memory chips is configured to select column selection
lines corresponding to an address received from the memory
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controller. The selected column selection lines correspond to
bit lines having different relative physical locations for dif-
ferent memory chips, and the offset values on the memory
chips have different values for different memory chips
according to offset values, respectively.

Still another embodiment of the disclosure is directed to
provide a memory device which comprises a memory cell
array including a plurality of sub arrays each having a plural-
ity of memory cells connected to a plurality of bit lines; and a
column decoder configured to receive a column address and,
in each of the sub arrays, to select a column selection line
connected to a corresponding bit line. A relative physical
location of the bit lines corresponding to the selected column
selection line within each of the sub arrays is different for
different sub arrays.

BRIEF DESCRIPTION OF THE FIGURES

The above and other features of the present disclosure will
become more apparent by describing in detail exemplary
embodiments thereof with reference to the accompanying
drawings, in which:

FIG. 1 is a block diagram schematically illustrating a
memory device;

FIG. 2 is a diagram schematically illustrating a memory
cell array in FIG. 1;

FIG. 3 is a diagram for describing an operation of a column
decoder in FIG. 1;

FIG. 4 is a block diagram schematically illustrating a
memory device according to exemplary embodiments;

FIGS. 5 and 6 are exemplary diagrams for describing an
operation of a scramble logic circuit in FIG. 4 according to
one embodiment;

FIG. 7 is an exemplary block diagram schematically illus-
trating a memory device according to exemplary embodi-
ments;

FIG. 8 is an exemplary block diagram schematically illus-
trating a scramble logic circuit of FIG. 7 according to one
embodiment;

FIG. 9 is an exemplary block diagram schematically illus-
trating a memory device according to certain exemplary
embodiments;

FIG.101s an exemplary block diagram schematically illus-
trating a memory module according to certain embodiments;

FIG. 11 is an exemplary block diagram schematically illus-
trating a memory system according to certain embodiments;

FIG. 12 is an exemplary block diagram schematically illus-
trating according to certain embodiments; and

FIG. 13 is an exemplary block diagram schematically illus-
trating a user system according to certain embodiments.

DETAILED DESCRIPTION

Exemplary embodiments of the present disclosure will be
described more fully hereinafter with reference to the accom-
panying drawings. Like reference numerals may refer to like
elements throughout the accompanying drawings.

It will be understood that, although the terms “first”, “sec-
ond”, “third”, etc., may be used herein to describe various
elements, components, regions, layers and/or sections, these
elements, components, regions, layers and/or sections should
not be limited by these terms. Unless indicated otherwise,
these terms are only used to distinguish one element, compo-
nent, region, layer or section from another region, layer or
section. Thus, a first element, component, region, layer or
section discussed below could be termed a second element,
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component, region, layer or section without departing from
the teachings of the present disclosure.

Spatially relative terms, such as “beneath”, “below”,
“lower”, “under”, “above”, “upper”, etc., may be used herein
for ease of description to describe one element or feature’s
relationship to another element(s) or feature(s) as illustrated
in the figures. It will be understood that the spatially relative
terms are intended to encompass different orientations of the
device in use or operation in addition to the orientation
depicted in the figures.

The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to be
limiting of the disclosure. As used herein, the singular forms
“a”, “an” and “the” are intended to include the plural forms as
well, unless the context clearly indicates otherwise. It will be
further understood that the terms such as “comprises,” “com-
prising,” “includes,” and/or “including,” when used in this
specification, specify the presence of stated features, integers,
steps, operations, elements, components, and/or groups
thereof, but do not preclude the presence or addition of one or
more other features, integers, steps, operations, elements,
components, and/or groups thereof.

It will be understood that when an element or layer is
referred to as being “on”, “connected to”, “coupled to”, or
“adjacent to” another element or layer, it can be directly on,
connected, coupled, or adjacent to the other element or layer,
or intervening elements or layers may be present.

A memory device and a memory system according to the
disclosed embodiments may apply different offset values to
modules, memory chips, and sub arrays to select column
selection lines. Since bit lines having the same physical loca-
tion are not selected together with respect to a column
address, the reliability of data may be improved.

For ease of description, a memory device will be described
based on a DRAM. Also, it is assumed that a memory cell
array includes eight sub arrays respectively corresponding to
eight data lines. Also, it is assumed that a column address
corresponds to one of 128 column selection lines. However,
the inventive concept is not limited thereto.

FIG. 1 is a block diagram schematically illustrating a
memory device. Referring to FIG. 1, a memory device 10 may
be a storage device based on a semiconductor element. For
example, the memory device 10 may be a random access
memory such as DRAM (Dynamic Random Access
Memory), SDRAM (Synchronous DRAM), SRAM (Static
RAM), DDR SDRAM (Double Date Rate SDRAM), DDR2
SDRAM, DDR3 SDRAM, PRAM (Phase-change RAM),
MRAM (Magnetic RAM), RRAM (Resistive RAM) or the
like. The memory device 10 may output data through data
lines DQ__ 0 to DQ__7 in response to an address ADDR and
control signals RAS and CAS received from an external
device. The memory device 10 may include an address buffer
11, a memory cell array 12, a row decoder 13, a column
decoder 14, a sense amplifier 15, and an input/output buffer
16.

The address buffer 11 may receive an address ADDR from
an external device (e.g., a memory controller). The address
ADDR may include a row address ADDR_row directing a
row of the memory cell array 12 and a column address
ADDR_col directing a column of the memory cell array 12.
The address buffer 11 may transfer the row address ADDR_
row to the row decoder 13. The address buffer 11 may transfer
the column address ADDR_col to the column decoder 14.

The memory cell array 12 may include a plurality of sub
arrays, each of which corresponds to at least one data line.
The memory cell array 12 may include a plurality of memory
cells each formed of a driving transistor and a capacitor. The
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memory cells may be disposed at intersections of word lines
and bit lines, respectively. The memory cells may be con-
nected to the word lines and the bit lines. The memory cells
may be arranged in a matrix form. The word lines may be
connected with rows of memory cells of the memory cell
array 12. The bit lines may be connected with columns of
memory cells of the memory cell array 12.

The row decoder 13 may select one of the word lines
connected to the memory cell array 12. For example, the row
decoder 13 may receive the row address ADDR_row from the
address buffer 11. The row decoder 13 may select a word line,
corresponding to the row address ADDR_row, from among
the word lines. The row decoder 13 may activate the selected
word line in response to the control signal RAS.

The column decoder 14 may select one of the bit lines
connected to the memory cell array 12. For example, the
column decoder 14 may receive the column address
ADDR_ col from the address buffer 11. The column decoder
14 may select a bit line, corresponding to the column address
ADDR_col, from among the bit lines. The column decoder 14
may activate the selected bit line in response to the control
signal CAS.

The sense amplifier 15 may be connected to a bit line
selected by the column decoder 15. The sense amplifier 15
may sense and amplify a variation in a voltage of the selected
bit line. The input/output buffer 16 may output data through
the data lines DQ__0to DQ__7 to the external device based on
the amplified voltage from the sense amplifier 15.

FIG. 2 is a diagram schematically illustrating a memory
cell array in FIG. 1. Referring to FIG. 2, a memory cell array
12 may include a plurality of sub arrays SUB_ 0 to SUB__7
and a plurality of logic circuits LC_0 to LC__8. The sub
arrays SUB_ 0to SUB_ 7 may include a plurality of memory
cells. Each of the sub arrays SUB__ 0 to SUB__7 may corre-
spond to at least one data line. For example, in the event that
data lines respectively corresponding to the sub arrays
SUB__0to SUB__7 are different from one another, a memory
device 10 may output data through eight data lines DQ_ 0 to
DQ__7 with respect to one address.

The logic circuits LC_ 0 to LC_ 8 may be, for example,
word line driver circuits for driving sub word lines connected
to the sub arrays SUB_ 0to SUB__ 7. For example, each of the
sub arrays SUB__0to SUB__7 may be connected to a plurality
of sub word lines. Each of the logic circuits LC_0to LC_8
may activate a sub word line corresponding to a word line
activated by a row decoder 13.

The sub arrays SUB__ 0to SUB__ 7 may include edge areas
EDGE, respectively. An edge area EDGE may indicate a part
of'asub array adjacent to a logic circuit. Each ofthe sub arrays
SUB__0 to SUB__7 may be disposed between logic circuits
LC_0to LC_8. For example, the sub array SUB__ 0 may be
disposed between the logic circuits LC__0and LC__1, and the
sub array SUB__1 may be disposed between the logic circuits
LC 1landLC_ 2. Since aphysical structure of a logic circuit
is different from that of a sub array, an error may be generated
at memory cells disposed at an edge area EDGE due to a
process problem (e.g., a lithography problem based on a high
difference between a sub array and a logic circuit). For exem-
plary embodiments, an error may be repetitively generated at
memory cells of the edge areas EDGE of the arrays SUB_0
to SUB_7.

FIG. 3 is a diagram for describing an operation of a column
decoder in FIG. 1. Referring to FIG. 3, a column decoder 14
may select column selection lines CSL in response to a col-
umn address ADDR_col. One column selection line may
select one (or, a pair) of a plurality of bit lines in each of the
sub arrays SUB__0 to SUB__7. The column decoder 14 may



US 9,064,546 B2

5

select one column selection line in each of the sub arrays
SUB_ 0to SUB_ 7 with respect to one column address. For
example, the column decoder 14 may select column selection
lines CSL._ 000 (marked by a dotted line in FIG. 3) in
response to a column address #00. The selected column selec-
tion lines CSL_ 000 may be lines for selecting 0% bit lines of
a plurality of bit lines included in the respective sub arrays
SUB_ 0 to SUB__7. The 0” bit lines may be bit lines having
the same relative physical locations in the sub arrays SUB_ 0
to SUB__7. A physical location may indicate a location of a bit
line on a sub array. For example, the 0% bit lines may be bit
lines disposed at edge areas EDGE.

As described with reference to FIG. 2, memory cells dis-
posed at edge areas EDGE of the sub arrays SUB_0 to
SUB__7 may be more prone to errors. It is assumed that bit
lines corresponding to specific addresses (e.g., #00, #3F, etc.)
are disposed at edge areas EDGE. If such bit lines are
selected, data output from the sub arrays SUB__ 0to SUB_ 7
may include a multi-bit error. In this case, it may be impos-
sible to correct/recover the output data.

FIG. 4 is a block diagram schematically illustrating a
memory device according to exemplary embodiments. Refer-
ring to FIG. 4, a memory device 100 may include an address
buffer 110, a memory cell array 120, a row decoder 130, a
column decoder 140, a sense amplifier 150, an input/output
buffer 160, and a storage circuit 170. The column decoder 140
may include a scramble logic circuit 141. The components
110 to 160 in FIG. 4 may be substantially the same as that
described with reference to FIG. 1, and a description thereof
is thus omitted. Unlike a memory device 10 in FIG. 1, the
memory device 100 in FIG. 4 may further comprise the
scramble logic circuit 141 and the storage circuit 170. Below,
a difference between the memory device 10 of FIG. 1 and the
memory device 100 of FIG. 4 will be mainly described.

The scramble logic circuit 141 may receive a column
address ADDR_col from the address buffer 110. The
scramble logic circuit 141 may select column selection lines
CSL in response to the column address ADDR_col. For
example, relative physical locations of selected column selec-
tion lines of sub arrays SUB_ 0 to SUB_ 7 may be different
from one another. A physical location may indicate a physical
location of bit line on a sub array. The selected column selec-
tion lines may have different offset values with respect to the
sub arrays SUB_ 0 to SUB__7. Here, an offset value may
indicate a difference between physical locations of activated
bit lines of the sub arrays SUB__0to SUB__7. The scramble
logic 141 circuit will be more fully described with reference
to FIGS. 5 and 6.

The storage circuit 170 may store offset information used
by the scramble logic circuit 141. For exemplary embodi-
ments, the storage circuit 170 may include information asso-
ciated with offset values respectively corresponding to the
sub arrays SUB__0to SUB_ 7. For example, offset informa-
tion stored in the storage circuit 170 may be reconfigurable by
an external device (e.g., a memory controller, a CPU, a host,
etc.).

The scramble logic circuit 141 may operate based on pre-
determined offset values with respect to the sub arrays
SUB__0 to SUB__7. For example, the scramble logic circuit
141 may be implemented by hardware such that predeter-
mined offset values are applied to the sub arrays SUB_ 0 to
SUB__7, respectively.

FIGS. 5 and 6 are exemplary diagrams for describing an
operation of a scramble logic circuit in FIG. 4 according to
one embodiment. In FIGS. 5 and 6, an operation of the
scramble logic circuit 141 will be described under assump-
tion that a memory device 100 receives a column address #00.
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However, the disclosure is not limited thereto. The scramble
logic circuit 141 may perform in the same manner with
respectto column addresses #01 to #3F other than the column
address #00. Although not shown in FIGS. 5 and 6, the
scramble logic circuit 141 may select column selection lines
using different offset values with respect to other sub arrays
SUB_4t0 SUB_7.

Referring to FIG. 5, the scramble logic circuit 141 may
receive the column address #00. The scramble logic circuit
141 may select a column selection line CSL__ 000 of a sub
array SUB__0 corresponding to the column address #00. The
scramble logic circuit 141 may select a column selection line
CSL__001 of a sub array SUB__1. A difference between the
column selection line CSL,_ 000 and the column selection
line CSL.__001 may correspond to a first offset Offset_1. In
other words, the scramble logic circuit 141 may select the 07
and 1* column selection line CSL.__ 000 and CSL__ 001 of the
sub arrays SUB_0 and SUB__1 corresponding to bit lines
having different physical locations in response to the 0%
column address #00. For example, the scramble logic circuit
141 may apply the first offset Offset 1 when a column selec-
tion line of the sub array SUB__1 is selected in order to select
column selection lines corresponding to bit lines having dif-
ferent relative physical locations in the sub arrays SUB_ 0
and SUB__1.

Referring to FIG. 6, the scramble logic circuit 141 may
receive the column address #00. The scramble logic circuit
141 may select a column selection line CSL_ 002 of a sub
array SUB_ 2. A difference between the column selection
line CSL_ 000 and the column selection line CSL._ 002 may
correspond to a second offset Offset 2. In other words, the
scramble logic circuit 141 may select the 0” and 2”4 column
selection line CSL._ 000 and CSI,_ 002 of the sub arrays
SUB__0 and SUB__2 corresponding to bit lines having dif-
ferent physical locations in response to the 0% column address
#00. At this time, the scramble logic circuit 141 may apply the
second offset Offset_ 2 when a column selection line of the
sub array SUB_ 2 is selected in order to select column selec-
tion lines corresponding to bit lines having different relative
physical locations in the sub arrays SUB_ 0 and SUB_ 2.

Likewise, the scramble logic circuit 141 may select a col-
umn selection line CSL_ 003 of a sub array SUB_ 3. A dif-
ference between the column selection line CSL__000 and the
column selection line CSL__ 003 may correspond to a third
offset Offset_ 3.

Although not shown in figures, the scramble logic circuit
141 may apply different offset values to sub arrays SUB_ 3 to
SUB__7 to select column selection lines. Accordingly, the
selected column selection lines may correspond to bit lines of
the sub arrays SUB__ 0 to SUB__7 having different relative
physical locations in the sub arrays SUB__0to SUB__7.

In exemplary embodiments, the first to third offset values
Offset_1 to Offset_3 in FIGS. 5 and 6 may have values
sequentially increasing. However, the disclosure is not lim-
ited thereto. Offset values respectively corresponding to the
sub arrays SUB_ 0 to SUB_ 7 may be randomly set values.
Alternatively, offset values respectively corresponding to the
sub arrays SUB_ 0 to SUB__7 may be set based on a pre-set
pattern or order.

In case of an operation described with reference to FIG. 3,
bit lines of SUB_0 to SUB_ 7 corresponding to column
selection lines selected according to an input column address
ADDR_col may have the same relative physical location in
each of the sub arrays SUB__0to SUB__7. On the other hand,
in case of an operation described with reference to FIGS. 5
and 6, bit lines of SUB__ 0 to SUB__7 corresponding to col-
umn selection lines selected according to an input column
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address ADDR_col may have difterent relative physical loca-
tions in each of the sub arrays SUB_0 to SUB_7. For
example, a memory device 100 of the embodiments described
with reference to FIGS. 4 to 6 may not select bit lines (e.g., bit
lines disposed at edge areas) having the same relative physical
locations at the same time.

With the above description, bit lines disposed at edge areas
of sub arrays may not be activated together. For example,
although an error is repetitively generated at an edge area
EDGE, data output from the memory device 100 may not
include a multi-bit error. Also, since a data error detecting and
recovering operation is minimized, the performance of the
memory device may be improved.

FIG. 7 is an exemplary block diagram schematically illus-
trating a memory device according to exemplary embodi-
ments. Referring to FIG. 7, a memory device 200 may include
anaddress buffer 210, amemory cell array 220, a row decoder
230, a column decoder 240, a sense amplifier 250, an input/
output buffer 260, and a storage circuit 270. The column
decoder 240 may include a scramble logic circuit 241. Unlike
a memory device 100 of FIG. 4, the memory device 200 of
FIG. 7 may operate based on a test signal TST_EN. Below, a
difference between the memory device 100 of FIG. 4 and the
memory device 200 of FIG. 7 will be mainly described.

The scramble logic circuit 241 may receive the test signal
TST_EN from an external device (not shown). The scramble
logic circuit 241 may operate in response to the test signal
TST_EN. The test signal TST_EN may be a signal indicating
information of a test operation of the memory device 200. For
example, in the event that the memory device 200 performs a
test operation, the test signal TST_EN may have a logic high
level. In this case, the scramble logic circuit 241 may select a
column selection line based on an operating method
described with reference to FIG. 3. In other words, the
scramble logic circuit 241 may not apply different offset
values to a plurality of sub arrays SUB__ 0 to SUB__7 during
a test operation.

On the other hand, in the event that the memory device 200
does not perform a test operation, the test signal TST_EN may
have a logic low level. In this case, the scramble logic circuit
241 may select column selection lines based on an operating
method described with reference to FIGS. 5 and 6. For
example, the scramble logic circuit 241 may select column
selection lines respectively corresponding to bit lines of the
sub arrays SUB__0to SUB__7 having different relative physi-
cal locations in the sub arrays SUB__ 0 to SUB__7. As such,
the scramble logic circuit 241 may select column selection
lines by applying different offset values with respect to the
sub arrays SUB_ 0to SUB_ 7.

FIG. 8 is an exemplary block diagram schematically illus-
trating a scramble logic circuit of FIG. 7 according to one
embodiment. The scramble logic circuit 241 may include a
plurality of scramble logic circuits respectively correspond-
ing to a plurality of sub arrays. Different offset values may be
applied to the scramble logic circuits, respectively. For ease of
description, it is assumed that a scramble logic circuit 241a
corresponds to a first sub array SUB__1. Also, the remaining
scramble logic circuits may perform the same operation
based on an operation of the scramble logic circuit 241a.

Referring to FIG. 8, the scramble logic circuit 241a may
include a plurality of multiplexers MUX_ 0 to MUX_ 127.
The multiplexers MUX__0to MUX__ 127 may operate based
on a test signal TST_EN. The multiplexers MUX_ 0 to
MUX_ 127 may correspond to different column selection
lines CSL.__ 000 to CSL 127, respectively. Different column
addresses may be applied to the multiplexers MUX_ 0 to
MUX_ 127, respectively. For example, the 0” multiplexer
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MUX__ 0 may receive two column addresses of #00 and #3F
and the 17 multiplexer MUX__1 may receive two column
addresses of #01 and #00. For example, when a memory
device 200 receives a column address of #00 under a test
mode (e.g., when the test signal TST_EN has logic high
level), a 0” multiplexer MUX_ 0 may select the column
address #00. In this case, the 0% multiplexer MUX__ 0 may
select a column selection line CSL._ 000 in response to the
column address of #00. On the other hand, when the memory
device 200 receives a column address of #00 under a normal
mode (e.g., when the test signal TST_EN has logic low level),
a 1* multiplexer MUX__1 may select the column address of
#00. In this case, the 1°° multiplexer MUX__1 may select a
column selection line CSL_ 001 in response to the column
address of #00.

For example, the scramble logic circuit 241a may select a
column selection line based on the test signal TST_EN and an
input column address ADDR_col. In one embodiment, the
scramble logic circuit 241a may determine whether to apply
an offset value according to the test signal TST_EN.

With the above description, since bit lines placed at edge
areas EDGE of sub arrays may not be selected simulta-
neously, a data error may be minimized. Also, since the
scramble logic circuit operates according to the test signal
TST_EN, itis possible to secure a test operation of a memory
device.

FIG. 9 is an exemplary block diagram schematically illus-
trating a memory device according to certain exemplary
embodiments. Referring to FIG. 9, a memory device 300 may
include an address buffer 310, a plurality of banks 321 to 32z,
a sense amplifier 340, an input/output buffer 350, and a stor-
age circuit 360.

Each of the banks 321 to 32» may include a row decoder, a
column decoder, and a memory cell array. The column decod-
ers in the banks 321 to 32»# may scramble logic circuits 330,
respectively. The memory device 300 may select one of the
banks 321 to 32z to perform an operation described with
reference to FIGS. 1 to 8. For example, when receiving a row
address ADDR_row from an external device (not shown), the
memory device 300 may receive a bank selection signal
together. The memory device 300 may select one of the banks
321 to 32r based on the bank selection signal. As described
with reference to FIGS. 4 to 8, each of the scramble logic
circuits 330 included in a column decoder of each of the banks
321 to 32z may select a column selection line having a dif-
ferent offset value such that a bit line having a different
relative physical location is selected.

FIG.101s an exemplary block diagram schematically illus-
trating a memory module according to certain embodiments.
Referring to FIG. 10, a memory module 400 may include a
plurality of memory chips 411 to 41z and a register chip 420.
Each of the memory chips 411 to 41z may be formed of a
memory device described with reference to FIGS. 4 t0 9.

The memory module 400 may set the memory chips 411 to
41 to have different offset values for each of the memory
chips. For example, each of the memory chips 411 to 417 may
include a scramble logic circuit. The memory module 400
may set offset information such that different offset values are
applied to scramble logic circuits in the memory chips 411 to
41n. Each of the memory chips 411 to 41z may select column
selection lines based on the different offset values. For
example, bit lines corresponding to selected column selection
lines may have different relative physical locations for difter-
ent memory chips.

The register chip 420 may receive an address, a control
signal, and data to send them to each of the memory chips 411
to 41z. For example, the register chip 420 may adjust offset
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information stored in storage circuits of the memory chips
411 to 41n. For example, the register chip 420 may receive
offset information of the memory chip 400 or the respective
memory chips 411 to 41z from an external device. The reg-
ister chip 420 may send the offset information to the storage
circuits of the memory chips 411 to 41zn. Alternatively, the
register chip 420 may adjust offset information of the storage
devices included in the memory chips 411 to 41z based on
predetermined offset information. The memory chips 411 to
417 may perform an operation described with reference to
FIGS. 1 to 10 based on the offset information of the storage
devices included in the memory chips 411 to 41x.

With the above description, the memory module 400 may
include a plurality of memory chips, and may apply different
offset values to the memory chips. Also, each of the memory
chips may apply different offset values to sub arrays included
in each of the memory chips. Thus, as different offset values
are applied to sub arrays and memory chips, bit lines disposed
at different physical locations in both the sub arrays and the
memory chips may be selected. As a result, the performance
and reliability of the memory module may be improved.

FIG. 11 is an exemplary block diagram schematically illus-
trating a memory system according to certain embodiments.
Referring to FIG. 11, a memory system 500 may include a
memory controller 510 and a memory module 520. The
memory controller 510 may transfer control signals for con-
trolling the memory module 520 and data to the memory
module 520. The memory module 520 may have the same
structure and perform the same operation as a memory mod-
ule 400 of FIG. 10.

In example embodiments, the memory controller 510 may
control offset values applied to a plurality of chips included in
the memory module 520. For example, during booting of the
memory system, the memory controller 510 may perform a
mode register setting operation of the memory module 520.
At this time, the memory controller 510 may send offset
information applied to each of chips and sub arrays. For
example, the memory module 520 may store the offset infor-
mation at a storage circuit (not shown) included in the
memory module 520. The memory module 520 may perform
an operation described with reference to FIGS. 4 to 10 based
on the offset information.

FIG. 12 is an exemplary block diagram schematically illus-
trating according to certain embodiments. Referring to FIG.
12, a memory system 600 may include a memory controller
610 and a plurality of memory modules 621 to 627. The
memory controller 610 may be connected to the memory
modules 621 to 627 through channels CH1 to CHn, respec-
tively. The memory controller 610 may transfer control sig-
nals and data to the memory modules 621 to 62# through the
channels CH1 to CHn.

In example embodiments, the memory controller 610 may
apply different offset values to the memory modules 621 to
62n. The memory modules 621 to 627 may select column
selection lines based on a method described with reference to
FIGS. 4 to 11.

The memory system and the memory device according to
embodiments of the disclosure may apply different offset
values to modules, memory chips, and sub arrays to select
column selection lines. The reliability of data may be thus
improved by preventing bit lines placed at the same relative
physical locations from being selected with respect to a col-
umn address.

FIG. 13 is an exemplary block diagram schematically illus-
trating a user system according to certain embodiments.
Referring to FIG. 13, a user system 1000 may be one selected
from computing systems such as a computer, a ultra-mobile
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personal computer (UMPC), a workstation, a net-book, a
personal digital assistance (PDA), a portable computer (PC),
aweb tablet, a wireless phone, amobile phone, a smart phone,
an e-book, a portable multimedia player (PMP), a portable
game console, a navigation device, a black box, a digital
camera, a digital multimedia broadcasting (DMB) player, a
digital audio recorder, a digital audio player, a digital picture
recorder, a digital picture player, a digital video recorder, a
digital video player, and so on.

The user system 1000 may include a CPU 1100, a main
memory unit 1200, a secondary memory unit 1300, an input/
output interface 1400, and a system bus 1500.

The CPU 1100 may control devices included in the user
system 1000 and be configured to decode and execute com-
mands.

The main memory unit 1200 may temporarily store pro-
grams to be executed by the CPU 1100 or data to buffer an
operating speed between the CPU 1100 and the secondary
memory unit 1300. The main memory unit 1200 may be a
random access memory such as DRAM (Dynamic Random
Access Memory), SDRAM (Synchronous DRAM), SRAM
(Static RAM), DDR SDRAM (Double Date Rate SDRAM),
DDR2 SDRAM, DDR3 SDRAM, PRAM (Phase-change
RAM), MRAM (Magnetic RAM), RRAM (Resistive RAM)
or the like. The main memory unit 1200 may include at least
one of amemory device and a memory module described with
reference to FIGS. 4 to 12.

The secondary memory unit 1300 may store programs or
data. For example, the secondary memory unit 1300 may be
formed of a mass storage device such as a hard disk drive, a
solid state drive or the like.

The user interface 1400 may be an interface providing an
input/output operation such that a user controls the user sys-
tem 1000. The components 110 to 140 may be connected to
the system bus 1500 as a data transfer channel.

While the present disclosure has been particularly shown
and described with reference to exemplary embodiments
thereof, it will be understood by those skilled in the art that
various changes in form and detail may be made therein
without departing from the spirit and scope of the present
invention as defined by the following claims.

What is claimed is:

1. A memory device, comprising:

amemory cell array including a plurality of sub arrays each

sub array having a plurality of memory cells connected
to bit lines;

an address buffer configured to receive a row address and a

column address; and

a column decoder configured to receive the column address

from the address buffer and, for each of the sub arrays, to
select a column selection line corresponding to the col-
umn address, from among a plurality of column selec-
tion lines, based on different offset values applied to the
sub arrays, respectively,

wherein, for the sub arrays, the selected column selection

lines correspond to bit lines having different physical
locations, respectively, according to the different offset
values.

2. The memory device of claim 1, wherein the column
decoder is configured to operate in response to a test signal.

3. The memory device of claim 2, wherein if the test signal
indicates a test mode, the column decoder is configured to
select column selection lines corresponding to bit lines hav-
ing the same relative physical location in each of the sub
arrays.

4. The memory device of claim 1, wherein the memory cell
array further includes a plurality of logic circuits, and
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wherein each of the sub arrays is disposed between adja-

cent logic circuits of the logic circuits.

5. The memory device of claim 4, wherein each of the sub
arrays outputs data through one or more data lines.

6. The memory device of claim 1, wherein the different
offset values applied to the sub arrays sequentially increase
for consecutive sub arrays.

7. The memory device of claim 1, wherein the different
offset values applied to the sub arrays are random values.

8. The memory device of claim 1, further comprising:

a storage circuit configured to store information on the

different offset values,

wherein the column decoder is configured to select column

selection lines corresponding to bit lines having differ-
ent physical locations, respectively, according to infor-
mation on different offset values stored at the storage
circuit.

9. The memory device of claim 8, wherein the different
offset values are provided to the storage circuit from an exter-
nal device during booting of the memory device.

10. A memory system, comprising:

a plurality of memory modules each having a plurality of

memory chips; and
a memory controller configured to control the memory
modules through a plurality of channels, respectively,

wherein each of the memory chips is configured to select
column selection lines corresponding to an address
received from the memory controller,
wherein the selected column selection lines correspond to
bit lines having different relative physical locations for
different memory chips according to offset values, and

wherein the offset values on the memory chips have differ-
ent values for different memory chips, respectively.

11. The memory system of claim 10, wherein the memory
controller is configured to adjust the offset values.
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12. The memory system of claim 11, wherein each of the
memory chips comprises a plurality of sub arrays each having
memory cells, the sub arrays having different offset values,
respectively.

13. The memory system of claim 10, wherein each of the
memory chips further comprises a storage circuit configured
to store information about the offset values.

14. The memory system of claim 13, wherein during boot-
ing of the memory system, the memory controller is config-
ured to transfer information about the offset values to the
storage circuit.

15. The memory system of claim 13, wherein each of the
memory modules further comprises a register chip configured
to adjust the offset values of the storage circuit.

16. A memory device comprising:

amemory cell array including a plurality of sub arrays each

having a plurality of memory cells connected to a plu-
rality of bit lines; and

a column decoder configured to receive a column address

and, in each of the sub arrays, to select a column selec-
tion line connected to a corresponding bit line,
wherein a relative physical location of the bit line corre-
sponding to the selected column selection line within
each ofthe sub arrays is different for different sub arrays.

17. The memory device of claim 16, wherein physical
locations of the bit lines corresponding to the selected column
selection lines are determined based on different offset values
applied to the different sub arrays, respectively.

18. The memory device of claim 17, wherein the column
decoder includes a scramble logic circuit configured to deter-
mine a location of the bit line corresponding to the selected
column select line of each of the sub arrays based on the
different offset values.

19. The memory device of claim 17, further comprising a
storage circuit configured to store the offset values.

20. The memory device of claim 16, wherein each of the
plurality of sub arrays is a memory bank.
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